
Aluminum Luxury
Roll-Up Banner Assembly Instruction

SKU: LRU1000
Your equipment includes:
Top Rail, Bungee Pole, Base, and Travel Bag (Media not included)
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Visit mbs-signsupply.com
for recommended tools 

and vinyl films



BANNER FRONT

Locked

Remove bolts under the base 
and remove end caps. 

Step 4

For first time use, attach the 
banner onto double-sided 
tape.  

Step 5 

Use plastic tape over banner 
material for extra grip.

Step 6 (Optional) 

Remove the top rail caps.

Step 1

Remove Caps

With flat-head screwdriver, 
gently pull against the 
top rail.

Step 2

Flat Head
Screwdriver

Pull

Insert the banner and close the
top rail secure the banner. 
Attach the end caps to rail.

Step 3

Close

Banner

Bolts

Caps
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visit mbs-signsupply.com 
for more information!

Vinyl, Medias, Papers, Inks, Signs, Lights,
Standoffs, Tools, Hardware and more... 

Any questions?
Call +1 (813) 938-6025 or
Email contact@mbs-signsupply.com
Live Chat Available!
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Released

While holding banner tightly 
remove security pin slowly 
retract bannermaterial back 
into stand.

Step 7

Gently pull the banner up out 
of the canister and the pole in 
the socket on silver bar at 
the top of the banner.

Step 9
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Reinstall side caps. Insert the 
pole into the center hole in the 
base of the stand.

Step 8


